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advanced FLOW engineering 
Instruction Manual P/N: 46-50004-B 

Make: Jeep Model: Wrangler Year: 2007-2011 Engine: V-6 3.8L  
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Tools Needed: Flat Head Screwdriver, pick, extension, ratchet, 8mm, 10mm, 11mm sockets, 
pliers. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Note: Legal in California for use on race vehicles only. The use of this device on vehicles used 
on public streets or highways is strictly prohibited in California and others states that have 
adopted California emission regulations. 
 

 

Label  Qty.  Description  Part Number 
A  1  Radiator Hose, Upper: 46‐50008‐B  05‐60772B 

B  1  Radiator Hose, Lower: 46‐50009‐B  05‐60773B 

C   4  Clamp, T‐Bolt: 1.80" Dia  03‐50578 
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1. Park vehicle on level ground and engage the parking brake. 
2. Open the hood and locate the upper and lower radiator hoses. 
3. Locate the drain plug on your radiator and drain all the radiator fluid out of the 

radiator into a drain plan. 
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4. Remove engine cover. 
5. Disconnect the temperature sensor and breather hose from the air intake system. 
6. Remove the intake air box and tube from the vehicle for easy access to the lower 

radiator hose. 
7. Slide the two radiator hose clamps on the upper radiator hose back so the hose 

can be disconnected from the radiator and the engine, using pliers to squeeze the 
clamp. 

8. Remove the upper radiator hose from the vehicle. 
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9. Install the new hose clamps onto the new aFe upper radiator hose. 
10. Install the radiator hose into the vehicle with the aFe logo to where it can be read 

from the front of the Jeep. 
11. Rotate the new hose clamps to where they will not be rubbing on anything and 

tighten them using an 11mm socket. 
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12. Locate the lower radiator hose on the passenger side of the vehicle. 
13. Slide the two radiator hose clamps on the lower radiator hose back so the hose 

can be disconnected from the radiator and the engine, using pliers to squeeze the 
clamp.  

14. Remove the lower radiator hose from the vehicle. 
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15. Install the new hose clamps onto the new aFe lower radiator hose. 
16. Install the radiator hose into the vehicle with the aFe logo to where it can be read 

from the front of the Jeep. 
17. Rotate the new hose clamps to where they will not be rubbing on anything and 

tighten them using an 11mm socket. 
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18. Install the intake system back into the vehicle. 
19. Reconnect the temperature sensor and breather hose. 
20. Use the proper Chrysler coolant refill procedure to be sure that all of the air gets 

out of the system when refilling the coolant. 
21. Top off coolant in the radiator, fill overflow bottle to the max line, and install 

radiator cap. 
22. Test drive vehicle. 
23. Install engine cover. 
24. Let vehicle cool down then check coolant levels, top off if needed. 

 
Install is now complete!!! 
 

 
 

 
 
 
 



Page 10 
 

 
 
 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 

This Page Was Left Intentionally Blank 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Page 11 
 

 

 



Page 12 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

advanced FLOW engineering, inc. 
252 Granite Street Corona, CA 92879 

TEL: 951.493.7100 • TECH: 951.493.7100 x23 
E-Mail: Tech@aFepower.com 

 
 

 
 
 
 

06-81059 


