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Throttle Body Spacer 

PN 46-36002 

Nissan/Suzuki V6/4.0L* 

*NOTE:  Above is a general description. Please visit our website for the latest and 
complete list of applications for this part number. 

 

 

252 Granite Street, Corona, CA 92879 
For TECHNICAL and INSTALLATION SUPPORT, please call 951-493-7134 OR email Tech@afepower.com (send photos if helpful) 

All other calls, please use our main line at 951-493-7100 
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INSTALLATION INSTRUCTIONS 

 

 
IMPORTANT:  Please read all instructions and verify all parts listed in PARTS LIST below before you begin your 
installation. 
 
1. Loosen and remove engine cover. Loosen and remove PCV vent 

hose from air inlet tube and then the air inlet tube from throttle body 
and air filter assembly. 
 

2. With a 5mm hex, remove the four socket cap bolts from the throttle 
body. Pull throttle body away from intake manifold. 
 

3. Install the aFe Silver Bullet Spacer and gasket (engraved side of 
spacer goes towards the throttle body) onto the manifold with the new 
longer screws and washers.. Tighten the bolts to 10 Nm (89 lb/in). 
NOTE: Do not discard factory hardware in the event vehicle must 
be returned to stock. 

 

4. Reinstall air inlet tube onto the throttle body and the air filter 
assembly. Reconnect the PCV vent hose to air inlet tube. Reinstall 
the engine cover. 
 

5. Check all connections, hardware, and clamps to make sure that everything is secured properly. 

 

6. Clean a flat and visible surface in the engine bay and apply the enclosed blank or prenumbered CARB EO sticker to be 
used for smog certification. NOTE: If CARB E.O. sticker is blank, CARB exemption may still be pending.  Check our 
website regularly.  Once approved, you will be able to write the exemption number onto sticker.   

 

7. Your installation is now complete! 

 

PARTS LIST 

1 aFe Silver Bullet Spacer 
1 Gasket 
4 6mm x 80mm bolts 
4 6mm flat washers 
4 6mm lock washers 
1 CARB E.O. sticker 
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